




5-inch Screen       
Easy Operation

Elegant Appearance

A/D Max.  960t/s
Display Accuracy 1/100000
Advanced New Algorithm,
Optimised Hardware,
Faster and More Accurate 
Weighing Control. 

USB Port     

Standard I/O          

Active Low-Level for Input
Low Level Effective

500mA for Single Drive Current 
User-defined I/O

Standard RS485+RS23(ModbusTCP)     
Easier for System Interaction 

Easy to Import and Export Data
Upgraded Software
User-friendly Boot Screen

M04 with Single Hopper: 8 Input/12 Output
M04 with Double Hopper: 12 Input/17 Output

Administrator

Indicator has 40 recipe memories from 01 to 40.
Each recipe includes many parameters.
User can according set and edit this value.

Recipe ID
01

Target
0.00kg

Button：1-Choose Recipe

1.Recipe

2.Working Parameter

3.Peripherals

4.Motor Parameter

5.Calibration

6.ACUM And Batch

7.I/O Module

8.Serial Port

9.User Management

10.System Info.

System Info

选配串口

1.All Parameter

2.Working Parameter

3.Recipe Parameter

4.Peripherals Parameter

5.Motor Parameter

6.Calibration Parameter

USB Data Export Shortcut Setting Other SettingUSB Data Import








